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LVB-3568-01

Specification

Power supply 12V DC, over voltage/over current protection, 
reverse connecting protection, DC2.5 terminal, PH2.54*2 socket

 RK3568 ARM Cortex-A55, LPDDR4 2GB, eMMC 16GB 

Features
• RockChip RK3568
• 2GB LPDDR4
• 16GB eMMC
• LVDS、EDP、MIPI、HDMI
• Micro SD Slot

LCD panel

Touch Interface

Display

Interfaces / Connectors / Controls

HDMI x1
MIPI x1
eDP x1
LVDS x1 (18/24/36/48 Bits)
IIC x 1
USB x 1

 

Computing System

Mechanical

I/Os

Comunications

Controls

GPIO x12 (Including SPI, IIC, ADC)
CAN x2
SATA x1 + SATA Power Socket (5V)
USB: OTG (Type-C) x1, 3.0 (Type-A) x1,
2.0 (Type-A) x3, 2.0 (PH2.0 4PIN) x4
RS232/RS485 multiplexed PH2.0 4PIN x4
Audio 3.5 mm Line Out x1
Audio 4 Pin 8Ω/5W speaker
Micro SIM slot x1
4G: Mini PCIe x1, SIM slot x1
RJ45 (10M/100M/1000M bps)
Wi-Fi (2.4GHz & 5GHz)
Bluetooth 4.2
Reset Button x1
LED x 1

Operating system
CPU
Memory
Storage
Extra

Android 11
RK3568 Quad-core Cortex-A55
LPDDR4 1600MHz 2GB
eMMC 16GB
Micro SD slot

Operation temperature range

Operating humidity

Commercial: 0°C ~  60°C 
Industrial: -20°C ~ 80°C
0% - 90% RH Non-condensing 

Power Management

Dimensions / Weight

Product dimensions W x H 150 x 110 mm
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Images

Order Information

LVB-3568-01A

LVB-3568-01B

Commercial Version - Operation Temperature: 0°C ~  60°C 

Industrial Version - Operation Temperature: -20°C ~ 80°C


